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CONTROL RELAY
(VERIFY CONTROL VOLTAGE)

THE QUANTITY OF UNITS CONNECTED TO
EACH CIRCUIT SHALL BE LIMITED SUCH

THAT VOLTAGE DROP DOES NOT EXCEED
3% TO ANY UNIT. VERIFY INPUT LOAD
WITH DAMPER MANUFACTURER.

PROVIDE SEPARATE CIRCUIT TO
SPARE 20 AMP, 1 POLE, 120
VOLT. CIRCUIT BREAKER IN
NEAREST PANEL. PROVIDE
LOCKING DEVICE ON BREAKER TO

LOCK IN THE ON POSITION.
LABEL ACCORDINGLY

DAMPER MOTOR
(TYPICAL)

-\*_s,
TO FIRE ALARM

CONTROL PANEL

SEE MECHANICAL DRAWINGS FOR TYPES
AND LOCATIONS OF DAMPERS.
DETAIL APPLICABLE TO BOTH SMOKE AND

FIRE/ SMOKE DAMPERS.

THIS

SMOKE DAMPER CONNECTION DETAIL
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FIRE ALARM SYSTEM NOTES

FIRE ALARM SYSTEM SHALL CONSIST OF (BUT NOT LIMITED TO) THE FOLLOWING DEVICES.

e VISUAL, COMBINATION VISUAL/AUDIO SIGNAL — INTENSITY TO MEET ADA
REQUIREMENTS

e SMOKE DETECTOR — PHOTOELECTRIC TYPE

CONTRACTOR SHALL MODIFY THE EXISTING FIRE ALARM SYSTEM TO ACCOMMODATE NEW
DEVICES SHOWN.

CONTRACTOR SHALL PROVIDE ALL REQUIRED ACCESSORIES, ETC. FOR A COMPLETE AND
OPERATING SYSTEM.

NEW DEVICES SHALL BE PROVIDED TO MAINTAIN ALL EXISTING SYSTEM FEATURES.
CONTRACTOR SHALL FULLY TEST THE SYSTEM. MODIFY EXISTING BATTERIES AS
REQUIRED TO ACCOMMODATE NEW DEVICES.

CONNECT MAGNETIC DOOR HOLDERS TO FIRE ALARM SYSTEM

PROVIDE CABLE PER MANUFACTURERS REQUIREMENTS. ALL CABLING SHALL BE
INSTALLED IN CONDUIT.

SUBMIT SHOP DRAWINGS FOR SYSTEM INCLUDING PRODUCT DATA, RISER DIAGRAMS,
BATTERY CALCULATIONS AND LAYOUT DRAWINGS.

SYSTEM EQUIPMENT SHALL BE PROVIDED BY SIMPLEX — TO BE COMPATIBLE WITH THE
EXISTING SIMPLEX 4120-8201 SYSTEM.

GENERAL NURSE CALL NOTES

THE EQUIPMENT FURNISHED SHALL BE THE STANDARD PRODUCT OF TEKTONE SOUND
AND SIGNAL WHOSE CATALOG NUMBERS ARE USED BELOW TO INDICATE THE TYPE AND
QUALITY OF DESIGN AND MATERIALS AS WELL AS FEATURES REQUIRED.  SUBJECT TO
PRIOR APPROVAL OTHER MANUFACTURER’S EQUIPMENT MAY BE USED PROVIDED IT IS
EQUAL TO THAT SPECIFIED.

PROVIDE TWO COMPLETE STAND ALONE NURSE CALL SYSTEMS PER THE CONNECTIVITY
SCHEMATICS AND DRAWINGS. PROVIDE THE FOLLOWING EQUIPMENT AND ALL
ACCESSORIES AS REQUIRED FOR COMPLETE AND OPERATIONAL SYSTEMS.

POWER SUPPLY / CONTROL PANEL (TEKTONE PK152) SHALL PROVIDE POWER AND
CONTROL CIRCUITS TO OPERATE THE AUDIBLE AND VISUAL SIGNALS INITIATED BY

THE EMERGENCY CALL STATIONS. THE CONTROL PANEL SHALL BE HOUSED IN

A RECISZSSED OR SURFACE MOUNTED BOX AS SHOWN ON THE DRAWINGS (TEKTONE
IH151N).

EMERGENCY CALL SWITCH PULL CORD (TEKTONE SF155B) SHALL BE OPERATED BY
A SHORT PULL ON THE NYLON CORD OR BY PULLING DOWN ON THE RED LEVER

ISTI AXIAL DISTRIBUTI
TRUNK LINE SPLITTER
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— NURSE DUTY
STATION FOR
THERAPY NURSE
CALL SYSTEM

MARKED EMERGENCY. THE CALL SHALL BE RESET BY PUSHING THE LEVER UP.

NURSE DUTY STATION (TEKTONE LI150B) SHALL PROVIDE VISUAL AND AUDIBLE
INDICATION OF AN EMERGENCY CALL. A TONE OFF SWITCH SHALL BE PROVIDED
TO CANCEL TO THE AUDIBLE PORTION OF THE CALL. THE VISUAL INDICATOR WILL
NOT BE CANCELLED UNTIL THE EMERGENCY CALL SWITCH IS RESET.

NURSE CALL DOME LIGHT (TEKTONE LI381) SHALL BE CEILING OR WALL MOUNTED
SINGLE COLOR WITH TRANSLUCENT LENS. ACTIVATION OF THE EMERGENCY CALL
SHALL BE INDICATED BY A STEADY WHITE LIGHT.

PROVIDE ALL CABLE AND WIRING PER MANUFACTURER'S RECOMMENDATION. ALL CABLE
AND WIRE SHALL BE INSTALLED IN CONDUIT.

SUBMITTALS SHALL INCLUDE; PRODUCT DATA FOR ALL EQUIPMENT, WIRING DIAGRAMS,
AND LAYOUT DRAWINGS.
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